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No. A5E45430510A - 006

Manufacturer: Siemens AG
Address: 76181 Karlsruhe

Germany
Product description: SITRANS P320 Pressure Transmitter

7MF03*0-*****-5***-Z C20 * HART
Hardware 1.xx.xx,   Firmware 1.xx.xx
SITRANS P420 Pressure Transmitter
7MF04*0-*****-5***-Z C20 * HART
Hardware 1.xx.xx,   Firmware 1.xx.xx

We as manufacturer declare that the above identified devices are suitable for use in safety instrumented
systems according to IEC 61508 / IEC 61511. The devices are capable of measurement of pressure/flow/level
for a safety instrumented function of Safety Integrity Level (SIL) 2/3. For SIL 3 applications two pressure
transmitters shall be used. The total tolerance of the Safety Function is calculated according to this formula:

Total tolerance (Safety Function) = ± [application specific measuring error + 2% safety accuracy set span].

The appropriate SIL safety instructions of the SITRANS P operating instructions (chapter 10: Functional Safety)
shall be observed. The assessment was carried out by TÜV Nord according to IEC 61508:2010. Product
revisions will be carried out by the manufacturer in accordance with IEC 61508.
The FMEDA was carried out by Siemens in accordance with IEC 61508 and the results were reviewed by TÜV
Nord.

The safety related characteristics are product specific and are listed starting on page 4.
The listed values are valid for the indicated turn-down ratio.

These characteristics are valid for low / high demand mode of operation within a 1oo1 (SIL 2) / 1oo2 (SIL 3)
architecture (guidance to calculation see IEC 61508-6, annex B). The PFDAVG value is valid under the
assumption of Mean Time To Restoration MTTR = 72h.

Karlsruhe, 2025-08-11
Siemens Aktiengesellschaft

T. Heinrich / Research & Development
(Name, function)

T. Kirn / Quality Management
(Name, function)

kirnthom
Stamp
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Nr. A5E45430510A - 006

Hersteller: Siemens AG
Anschrift: 76181 Karlsruhe

Produktbezeichnung: SITRANS P320 Drucktransmitter
7MF03*0-*****-5***-Z C20 * HART
Hardware 1.xx.xx,   Firmware 1.xx.xx
SITRANS P420 Drucktransmitter
7MF04*0-*****-5***-Z C20 * HART
Hardware 1.xx.xx,   Firmware 1.xx.xx

Wir als Hersteller erklären hiermit, dass die oben genannten Geräte für den Einsatz in einem technischen
Sicherheitssystem nach IEC 61508 / IEC 61511 geeignet sind. Die Geräte sind zur Messung von
Druck/Durchfluss/Füllstand in einem technischen Sicherheitssystem bis Sicherheits-Integritätslevel (SIL) 2/3
geeignet. Für SIL 3 Anwendungen müssen zwei Drucktransmitter verwendet werden. Die Genauigkeit der
Sicherheitsfunktion berechnet sich nach der Formel:

Genauigkeit (Sicherheitsfunktion) = ± [applikationsspezifischer Messfehler + 2% Sicherheitsgenauigkeit
bezogen auf die eingestellte Messspanne].

Die entsprechenden SIL Sicherheitsanweisungen der SITRANS P Betriebsanleitung (Kapitel 10: Funktionale
Sicherheit) müssen befolgt werden. Die Sicherheitsbeurteilung wurde durch TÜV Nord gemäß der
IEC 61508:2010 ausgeführt. Produktänderungen werden vom Hersteller nach den Anforderungen der IEC
61508 durchgeführt.
Die FMEDA wurde von Siemens entsprechend der IEC 61508 durchgeführt und die Ergebnisse vom TÜV Nord
überprüft.

Die Sicherheitskennzahlen sind produktspezifisch und werden ab Seite 4 aufgeführt.
Die aufgeführten Werte sind gültig bis zum angegebenen Messspannenverhältnis.

Diese Kennzahlen sind gültig für eine Betriebsart mit niedriger / hoher Anforderungsrate in einer 1oo1 (SIL 2) /
1oo2 (SIL 3) Architektur (Anleitung zur Berechnung siehe in IEC 61508-6, Anhang B). Der PFDAVG Wert ist
gültig unter der Annahme von einer mittleren Dauer bis zur Wiederherstellung MTTR = 72h.

Karlsruhe, 11.08.2025
Siemens Aktiengesellschaft

T. Heinrich / Research & Development
(Name, function)

T. Kirn / Quality Management
(Name, function)

kirnthom
Stamp
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Pressure Measurement SITRANS, Series P320/P420 HART

Order Number: 7MF03a0-*bcd*-5***-Z C20 *, valid combinations#:
Order Number: 7MF04a0-*bcd*-5***-Z C20 *, valid combinations#:

#: Overview of order numbers, valid combinations  Catalog FI 01 / PIA portal
#: Übersicht der Bestellnummern, gültige Kombinationen  Katalog FI 01 / PIA Portal

a b c d Position in Order-Number
6 9 10 11

Function
Maximum measuring
span /
Maximale
Messspanne

Process
connection/
Prozessan-
schluss

Wetted parts
materials/
Werkstoff der
messstoffbe-
rührten Teile

0

W G, J 0, 1, 7

Gauge pressure / RelativdruckF, V G, H, J 0, 1, 7
J, N, Q, T G, H, J, K 0, 1, 7
F, J, N, Q, T, V, W, X B, D, E, F, U 0, 1, 2, 7

1
B, D L, M, N, P 0, 1, 2 Gauge pressure (differential pressure

series) /
Relativdruck (Baureihe Differenzdruck)

G, H, M, P, R, Y L, M, N, P 0, 1, 2, 4, 6, 8
U Q, R, S, T 4

2

W G, J 0, 1, 7
Absolute pressure (pressure series) /
Absolutdruck (Baureihe Druck)

F, V G, H, J 0, 1, 7
L, P, R G, H, J, K 0, 1, 7
F, L, P, R, V, W, X B, D, E, F, U 0, 1, 2, 7

3
G, L, P, R, Y Q, R, S, T, V,

W
0, 1, 2, 4, 6, 8 Absolute pressure (differential pressure

series) /
Absolutdruck (Baureihe Differenzdruck)U Q, R, S, T 4

4
B, D L, M, N, P 0, 1, 2 Differential pressure and flow, PN 160 /

Differenzdruck und Durchfluss, PN 160G, H, M, P, R, Y L, M, N, P, V,
W, X

0, 1, 2, 4, 6, 8

5 G, H, M, P, R L, M, N, P, V,
W, X

0, 1, 2, 4, 6, 8 Differential pressure and flow, PN 420 /
Differenzdruck und Durchfluss, PN 420

6 G, H, M, P, R, Y V, W 0, 1, 2, 4, 6, 8 Level / Füllstand
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Manufacturer: Siemens AG
Address: 76181 Karlsruhe

Germany
Product description: SITRANS P320 Pressure Transmitter

SITRANS P420 Pressure Transmitter

General constraints for the usage of the SITRANS P320/420 with 4..20mA output:

 Only the listed and described product variants shall be used for safety applications, refer to the product
specific tables at the following pages

 Total tolerance (Safety Function) = ± [application specific measuring error + 2% safety accuracy set
span]

 The correct device parameterization is verified and confirmed by the user
 The device is locked against unintended operation/modification
 The product is installed according to the manufacturer’s instructions
 The application program in the safety logic solver is configured according to NAMUR NE43 to detect

under-range and over-range failures and detection of fail low and fail high including low and high failure
current; therefore, these failures have been classified as dangerous detected failures

General assumptions and constraints made for the Failure Mode, Effects, and Diagnostic Analysis
(FMEDA):

 The Failure Rates are constant, wear out mechanisms are not included
 Source of Failure Rates: SN29500
 Failure propagation is not relevant (single failure condition only)
 External power supply failure rates are not included
 All components that are not part of the safety function (e.g. HART circuitry) and cannot influence the

safety function (feedback immune) are excluded

The failure rates are valid for low demand / high demand mode, the stated PFDAVG is valid under the assumption
of MTTR = 72 h and the indicated Proof Test interval.

The listed failure rates are valid for operating stress conditions typical of an industrial field environment with
temperature limits within the manufacturer’s rating and an average temperature over a long period of time of 40°C.
For higher average temperatures, the failure rates should be multiplied with an experience factor of e.g. 1.5 for
50°C, 2.5 for 60°C and 5 for 80°C.

The listed values are valid for the indicated turn-down ratio.
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Hersteller: Siemens AG
Anschrift: 76181 Karlsruhe

Produktbezeichnung: SITRANS P320 Drucktransmitter
SITRANS P420 Drucktransmitter

Vorgaben und Einschränkungen für den Einsatz von SITRANS P320/420 mit 4..20mA Ausgang:

 Nur die aufgeführten und beschriebenen Produktvarianten dürfen in sicherheitsgerichteten
Anwendungen eingesetzt werden, beachten Sie die produktspezifischen Tabellen auf den folgenden
Seiten

 Genauigkeit (Sicherheitsfunktion) = ± [applikationsspezifischer Messfehler + 2% Sicherheitsgenauigkeit
bezogen auf die eingestellte Messspanne]

 Die korrekte Einstellung der Geräteparameter wird durch den Anwender überprüft und bestätigt
 Das Gerät ist gegen versehentliche Bedienung oder Modifikation verriegelt
 Das Gerät ist gemäß den Herstelleranweisungen korrekt installiert
 Das sicherheitsgerichtete Programm in der Sicherheitssteuerung ist so konfiguriert, dass es gemäß

NAMUR NE43 sowohl Unter- und Überlauf als auch Ausfälle mit niedrigem oder hohem Fehlerstrom
erkennt

Annahmen und Einschränkungen der durchgeführten Failure Mode, Effects, and Diagnostic Analysis
(FMEDA):

 Fehlerraten sind konstant, Ermüdung wird nicht betrachtet
 Quelle der Fehlerraten: SN29500
 Fehlerfortpflanzung wird nicht betrachtet (Einzelfehlerbetrachtung)
 Fehlerraten der externen Spannungsversorgung werden nicht betrachtet
 Alle Komponenten, die nicht Teil der Sicherheitsfunktion sind (z.B. HART-Schnittstelle) und die nicht

direkt die Sicherheitsfunktion beeinflussen können (feedback immune / rückwirkungsfrei), sind nicht Teil
der Berechnungen

Die Fehlerraten sind gültig für eine Betriebsart mit niedriger / hoher Anforderungsrate (low demand / high demand
mode). Der angegebene PFDAVG-Wert ist gültig für eine mittlere Dauer bis zur Wiederherstellung MTTR = 72 h
und das angegebene Intervall für die Wiederholungsprüfung.

Die angegebenen Fehlerraten sind gültig für Betriebsbedingungen mit typischem industriellen Belastungsprofil
und mit entsprechenden Umgebungstemperaturschwankungen mit langfristigem Mittel von 40°C. Für höhere
mittlere Temperaturen sollten die Fehlerraten mit Korrekturfaktoren multipliziert werden, beispielsweise 1,5 für 50
°C, 2,5 für 50 °C und 5 für 80 °C.

Die aufgeführten Werte sind gültig bis zum angegebenen Messspannenverhältnis.
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Product description:
Produktbezeichnung

P320/P420 Pressure Transmitter / Drucktransmitter
7MF0300-*****-5***-Z C20 * / 7MF0400-*****-5***-Z C20 *

Gauge pressure / Relativdruck,
Measuring span / Messspanne < 160 bar, HART

Safety Related Characteristics
7MF0300…-Z C20 *
7MF0400…-Z C20 *

< 160 bar

Firmware
1.00.xx 1.01.xx and later: Overload

behavior set to „Warning“1.01.xx and later: Overload
behavior set to „Alarm“

Device Type B B
SIL Safety Integrity Level 2/3 2/3
HFT 0/1 0/1
MTTR 72 h 72 h
PFDAVG (1 year) 2.43*10-4 2.62*10-4

PFDAVG (14 years) --- 3.24*10-3

PFDAVG (15 years) 3.19*10-3 ---
PFH 4.8*10-8 5.2*10-8

SFF (Safe Failure Fraction) 91.0 % 90.2 %
SD (Safe detected Failure Rate) 0 FIT 0 FIT
SU (Safe undetected Failure Rate) 77 FIT 77 FIT
DD (Dangerous detected Failure Rate) 408 FIT 404 FIT
DU (Dangerous undetected Failure Rate) 48 FIT 52 FIT

Permitted maximum Turndown / Maximal zulässiges Messspannenverhältnis:

Product
(Order Code / MLFB)

Measurement Range
Messbereich

Max. Turndown ratio
Max. Messspannenverhältnis

Firmware ≤ 1.02.00 Firmware ≥ 1.02.01
7MF0300-1F*0*-5*** -Z C20 *
7MF0400-1F*0*-5*** -Z C20 * 250 mbar 5:1 10:1

7MF0300-1F*a*-5*** -Z C20 *
7MF0400-1F*a*-5*** -Z C20 *
a = [1,2]

250 mbar 5:1 5:1

7MF0300-bF***-5*** -Z C20 *
7MF0400-bF***-5*** -Z C20 *
b = [3,4]

250 mbar 5:1 5:1

7MF0300-*c***-5*** -Z C20 *
7MF0400-*c***-5*** -Z C20 *
c = [J,N,Q,T]

≥ 1 bar 5:1 10:1



SIL Declaration of Conformity / SIL Konformitätserklärung

Siemens Aktiengesellschaft: Chairman of the Supervisory Board: Jim Hagemann Snabe; Managing Board: Roland Busch, Chairman, President and Chief
Executive Officer; Veronika Bienert, Peter Koerte, Cedrik Neike, Matthias Rebellius, Ralf P. Thomas, Judith Wiese; Registered offices: Berlin and Munich,
Germany; Commercial registries: Berlin-Charlottenburg, HRB 12300, Munich, HRB 6684; WEEE-Reg.-No. DE 23691322

Page 7 / 9

Product description:
Produktbezeichnung

P320/P420 Pressure Transmitter / Drucktransmitter
7MF0300-*****-5***-Z C20 * / 7MF0400-*****-5***-Z C20 *

Gauge pressure / Relativdruck,
Measuring span / Messspanne ≥ 160 bar, HART

Safety Related Characteristics
7MF0300…-Z C20 *
7MF0400…-Z C20 *

≥ 160 bar

Firmware
1.00.xx 1.01.xx and later: Overload

behavior set to „Warning“1.01.xx and later: Overload
behavior set to „Alarm“

Device Type B B
SIL Safety Integrity Level 2/3 2/3
HFT 0/1 0/1
MTTR 72 h 72 h
PFDAVG (1 year) 2.35*10-4 2.54*10-4

PFDAVG (14 years) --- 3.23*10-3

PFDAVG (15 years) 3.18*10-3 ---
PFH 4.6*10-8 5.0*10-8

SFF (Safe Failure Fraction) 91.3 % 90.5 %
SD (Safe detected Failure Rate) 0 FIT 0 FIT
SU (Safe undetected Failure Rate) 77 FIT 77 FIT
DD (Dangerous detected Failure Rate) 409 FIT 405 FIT
DU (Dangerous undetected Failure Rate) 46 FIT 50 FIT

Permitted maximum Turndown / Maximal zulässiges Messspannenverhältnis:

Product
(Order Code / MLFB)

Measurement Range
Messbereich

Max. Turndown ratio
Max. Messspannenverhältnis

Firmware ≤ 1.02.00 Firmware ≥ 1.02.01
7MF0300-*d***-5*** -Z C20 *
7MF0400-*d***-5*** -Z C20 *
d = [V,W,X]

≥ 160 bar 5:1 10:1
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Product description:
Produktbezeichnung

P320/P420 Pressure Transmitter / Drucktransmitter
7MF0320-*****-5***-Z C20 * / 7MF0420-*****-5***-Z C20 *

Absolute pressure, from gauge pressure series HART /
Absolutdruck aus Baureihe Relativdruck, HART

Safety Related Characteristics 7MF0320…-Z C20 *
7MF0420…-Z C20 *

Firmware
1.00.xx 1.01.xx and later: Overload

behavior set to „Warning“1.01.xx and later: Overload
behavior set to „Alarm“

Device Type B B
SIL Safety Integrity Level 2/3 2/3
HFT 0/1 0/1
MTTR 72 h 72 h
PFDAVG (1 year) 2.35*10-4 2.54*10-4

PFDAVG (14 years) --- 3.23*10-3

PFDAVG (15 years) 3.18*10-3 ---
PFH 4.6*10-8 5.0*10-8

SFF (Safe Failure Fraction) 91.3 % 90.5 %
SD (Safe detected Failure Rate) 0 FIT 0 FIT
SU (Safe undetected Failure Rate) 77 FIT 77 FIT
DD (Dangerous detected Failure Rate) 409 FIT 405 FIT
DU (Dangerous undetected Failure Rate) 46 FIT 50 FIT

Permitted maximum Turndown / Maximal zulässiges Messspannenverhältnis:

Product
(Order Code / MLFB)

Measurement Range
Messbereich

Max. Turndown ratio
Max. Messspannenverhältnis

Firmware ≤ 1.02.00 Firmware ≥ 1.02.01
7MF0320-*e***-5*** -Z C20 *
7MF0420-*e***-5*** -Z C20 *
e = [F,L,P,R]

≤ 30 bar 5:1 5:1

7MF0320-*f***-5*** -Z C20 *
7MF0420-*f***-5*** -Z C20 *
f = [V,W,X]

≥ 160 bar 5:1 10:1
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Product description:
Produktbezeichnung

P320/P420 Pressure Transmitter / Drucktransmitter
7MF0310-*****-5***-Z C20 * / 7MF0410-*****-5***-Z C20 *

Gauge from differential pressure series, HART /
Relativdruck aus Baureihe Differenzdruck, HART

7MF0330-*****-5***-Z C20 * / 7MF0430-*****-5***-Z C20 *
Absolute pressure, from differential pressure series, HART /
Absolutdruck aus Baureihe Differenzdruck, HART

7MF0340-*****-5***-Z C20 * / 7MF0440-*****-5***-Z C20 *
Differential pressure and flow PN 160, HART /
Differenzdruck und Durchfluss PN 160, HART

7MF0350-*****-5***-Z C20 * / 7MF0450-*****-5***-Z C20 *
Differential pressure and flow PN 420, HART /
Differenzdruck und Durchfluss PN 420, HART

7MF0360-*****-5***-Z C20 * / 7MF0460-*****-5***-Z C20 *
Transmitter for level, HART / Füllstand, HART

Safety Related Characteristics
7MF03x0…-Z C20 *
7MF04x0…-Z C20 *

(x = 1, 3 .. 6)

Firmware
1.00.xx 1.01.xx and later: Overload

behavior set to „Warning“1.01.xx and later: Overload
behavior set to „Alarm“

Device Type B B
SIL Safety Integrity Level 2/3 2/3
HFT 0/1 0/1
MTTR 72 h 72 h
PFDAVG (1 year) 2.38*10-4 2.57*10-4

PFDAVG (14 years) --- 3.48*10-3

PFDAVG (15 years) 3.42*10-3 ---
PFH 4.6*10-8 5.1*10-8

SFF (Safe Failure Fraction) 91.8 % 91.1 %
SD (Safe detected Failure Rate) 0 FIT 0 FIT
SU (Safe undetected Failure Rate) 77 FIT 77 FIT
DD (Dangerous detected Failure Rate) 444 FIT 440 FIT
DU (Dangerous undetected Failure Rate) 46 FIT 51 FIT

Permitted maximum Turndown / Maximal zulässiges Messspannenverhältnis:

Product
(Order Code / MLFB)

Measurement Range
Messbereich

Max. Turndown ratio
Max. Messspannenverhältnis

Firmware ≤ 1.02.00 Firmware ≥ 1.02.01
7MF0310-*****-5*** -Z C20 *
7MF0410-*****-5*** -Z C20 * ≤ 160 bar 5:1 10:1

7MF0330-*****-5*** -Z C20 *
7MF0430-*****-5*** -Z C20 * ≤ 160 bar 5:1 5:1

7MF0340-*****-5*** -Z C20 *
7MF0440-*****-5*** -Z C20 * ≤ 160 bar 5:1 10:1

7MF0350-*****-5*** -Z C20 *
7MF0450-*****-5*** -Z C20 * ≤ 30 bar 5:1 10:1

7MF0360-*****-5*** -Z C20 *
7MF0460-*****-5*** -Z C20 * ≤ 160 bar 5:1 10:1
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